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Specifications

10.1” IPS LCD Screen 12” – 98” IPS LCD Screen

Operation 
System

Android 6.0 Android 6.0 Windows 10

System

CPU RK3399 | RK3288 (Optional)
RK3399 | RK3288 

(Optional)
Supports Intel Celeron J1900 

Supports Intel Core I5

DDR Supports 2GB | 4GB | 8GB DDR3 RAM (Not Included)

Storage Supports 32GB | 64GB | 128GB | 256GB | 512GB SSD (Not Included)

Touch screen 10-Point Projected Capacitive Touch

Display Resolution 1280 x 800 800 x 600 ~ 3840 x 2160

Luminance 250 ~ 350 nits

Network WIFI | Ethernet | Bluetooth

Interface
SD Card Slot | 3x USB | 1x RJ45 | Micro USB OTG | DC Power Jack 

| 1x HDMI

DC Power Jack | 1x HDMI | 1x 
VGA | 1x USB | 1x Audio 

In/Out | 1x RJ45

Others

Wall mounting VESA 75x75mm & 100 x 100mm

Language Multi-language

Working 
temperature
Storage 
Temperature

0℃~50℃
-20℃ -- 60 ℃

Power 12V | 3A~5A

*All product specifications and product images are subject to change without notice.

Ordering Information

J1900 CPU | P-CAP Touch | 0G RAM 
0G SSD

Core I5 CPU | P-CAP Touch | 0G 
RAM 0G SSD

ANDROID | P-CAP Touch | 4G RAM 32G SSD

10.1”
11.6”
13.3”
15.6”
17.3”

19” Wide
21.5”

24”

DS-WR101-J19
DS-WR116-J19
DS-WR133-J19
DS-WR156-J19
DS-WR173-J19
DS-WR19W-J19
DS-WR215-J19
DS-WR240-J19

DS-WR270-J19
DS-WR320-J19
DS-WR430-J19
DS-WR490-J19
DS-WR550-J19
DS-WR650-J19
DS-WR800-J19

DS-WR101-I5
DS-WR116-I5
DS-WR133-I5
DS-WR156-I5
DS-WR173-I5
DS-WR19W-I5
DS-WR215-I5
DS-WR240-I5

DS-WR270-I5
DS-WR320-I5
DS-WR400-I5
DS-WR470-I5
DS-WR550-I5
DS-WR650-I5
DS-WR800-I5

DS-WR101-3288-4-32
DS-WR116-3288-4-32
DS-WR133-3288-4-32
DS-WR156-3288-4-32
DS-WR173-3288-4-32
DS-WR19W-3288-4-32
DS-WR215-3288-4-32
DS-WR240-3288-4-32

DS-WR270-3288-4-32
DS-WR320-3288-4-32
DS-WR400-3288-4-32
DS-WR470-3288-4-32
DS-WR550-3288-4-32
DS-WR650-3288-4-32
DS-WR800-3288-4-32

27”
32”
43”
49”
55”
65”
80”


